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The spillway capacity was evaluated according to the recommended
' procedure and was found to pass the recuired spillway design flood of
100 percent of the Probable Maxinum Flocd (P!{F). Therefore, the spill~
way capacity is rated to be adequate.
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PREFACE

This report is prepared under the guidance contained in the Recom~
mended Guidelines for Safety Inspection of Dams, for Phase I Investiga~
tions. Copies of these guidelines may be obtained from the Office of
Chief of Engineers, Washington, D.C. 20314, The purpose of a Phase I
Investigation is to identify expeditiously those dams which may pose
hazards to human life or property. The assessment of the general
condition of the dam is based upon available data and visual inspections.
Detailed investigation and analyses involving topographic mapping,
subsurface investigations, testing, and detailed computational evaluations
are beyond the scope of a Phase I Investigation; however, the investi-
gation is intended to identify any need for such studies.

In reviewing this report, it should be realized that the reported
condition of the dam is based on observations of field conditions at
the time of inspection along with data available to the inspection
team. 1In cases where the reservoir was lowered or drained prior to
inspection, such action, while improving the stability and safety
of the dam, removes the normal load on the structure and may obscure
certain conditions which might otherwise be detectable if inspected
under the normal operating environment of the structure.

It is important to note that the condition of a dam depends on
numerous and constantly changing internal and external conditions, and
is evolutionary in nature. It would be incorrect to assume that the
present condition of the dam will continue to represent the condition
of the dam at some point in the future. Only through frequent inspec~-
tions can unsafe conditions be detected and only through continued care
and maintenance can these conditions be prevented ar corrected.

Phase I inspections are not intended to provide detailed hydrologic
and hydraulic analyses. In accordance with the established Guidelines,
the spillway test flood is based on the estimated "Probable Maximum
Flood" for the region (greatest reasonably possible storm runoff), or
fractions thereof. Because of the magnitude and rarity of such a storm
event, a finding that a spillway will not pass the test flood should not
be interpreted as necessarily posing a highly inadequate condition. The
test flood provides a measure of relative spillway capacity and serves
as an aide in determining the need for more detailed hydrologic and
hydraulic studies, considering the size of the dam, its general condi-
tion and the downstream damage potential.
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PHASE I INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM

Name of Dam: Nanticoke Creek Watershed Project -
Floodwater Retarding Dam Site 9-C
N.Y. 628

State Located: New York

County Located: Broome

Stream: Nanticoke Creek (a tributary of the

Susquehanna River)

Date of Inspection: March 25, 1981 and June 3, 1981

ASSESSMENT

Based on the evaluation of the existing conditions, the condition
of the Nanticoke Creek Watershed Project - Floodwater Retarding Dam Site
9~C is considered to be good. The examination of documents and visual
observations did not reveal conditions which constitute a hazard to human
life or property.

The spillway capacity was evaluated according to the recommended
procedure and was found to pass the required spillway design flood of
100 percent of the Probable Maximum Flood (PMF). Therefore, the spill-
way capacity is rated to be adequate.

The following recommendation should be implemented within three
months from notification to the owmer:

1. An emergency action plan should be developed, including a formal
warning system to alert the downstream residents in the event of
an emergency.
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PHASE T INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM
NANTICOKE CREEK WATERSHED PROJECT -
FLOODWATER RETARDING DAM SITE 9-C
N.Y. 628
DEC I.D. NO. 85D-3443
SUSQUEHANNA RIVER BASIN
BROOME COUNTY, NEW YORK

SECTION 1: PROJECT INFORMATION

1.1 GENERAL

" a. Authority
' The Phase I Inspection reported herein was authorized by the

Department of the Army, New York District, Corps of Engineers,
to fulfill the requirements of the National Dam Inspection Act,
? Public Law 92-367.

b. Purpose of Inspection

The inspection was to evaluate the existing conditions of the
subject dam to identify deficiencies and hazardous conditions,
determine if they constitute hazards to life and property, and
recommend remedial measures where necessary.

1.2 DESCRIPTION OF PROJECT

a. Dam and Appurtenances

Nanticoke Creek Watershed Project - Floodwater Retarding Dam

Site 9-C consists of an earth embankment approximately 870 feet long
with a maximum height of about 33 feet from the downstream stream
bed. The embankment has a crest width of 14 feet and an upstream
slope of 3 horizontal to 1 vertical, with a 10-foot-wide berm near
normal pocl level. The downstream slope is 2.5 horizontal to

1 vertical. The upstream and downstream faces of the dam are
covered with grass.

The spillway facilities for the dam consist of two vegetated
earth emergency channels, one on each abutment, and a riser-type
, primary spillway located at the center of the dam. The emergency
spillways are trapezoidal earth channels with a base width of
100 feet and side slopes of 3 horizontal to 1 vertical on the
embankment side and 2.5 horizontal to 1 vertical on the abutment
side. The primary spillway structure is comprised of a concrete
intake riser structure which discharges into a 36-~inch reinforced
concrete pipe terminating at a concrete impact basin at the down-
stream toe., Under normal conditions, the reservoir level is
maintained at the crest level of a two-foot two-inch-wide by two-~
foot-high rectangular orifice on the upstream side of the riser.
The primary spillway discharge pipe has been provided with antiseep
collars.
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The dam is equipped with a 12~inch~diameter reservoir drainpipe |
extending from the upstream toe to the primary spillway riser. Flow

through the pipe is controlled by a manually operated sluice gate at

the riser.

b. Location

The dam is located on Nanticoke Creek, a tributary of the Susquehanna
River approximately three miles northwest of Nanticoke in Broome
County, New York. Plate 1l illustrates the location of the dam.

c. Size Classification
The dam is classified as small based on its 33-foot height and
899 acre-feet maximum storage capacity.

d. Hazard Classification

The dam is classified to be in the high hazard category. The

Village of Nanticoke located about three miles downstream from the
dam and two farmhouses located about two miles downstream from the
dam are considered to be within the potential floodplain of Nanticoke
Creek.

It is estimated that failure of the dam under maximum pool level
would cause loss of more than a few lives and appreciable property
damage in this area.

e. Ownershi

The dam is owned and operated by Broome County, New York. (Address:
Broome County Commissioners, P.0O. Box 1766, Binghamton, New York
13902, (607) 772-2100)

f. Purpose of Dam
The dam is a floodwater retarding structure.

g. Design and Construction History

The dam was designed by the U.S. Department of Agriculture, Soil
Conservation Service (SCS) in 1965. Construction of the dam was
completed in June 1967.

h., Normal Operating Procedure

The reservoir is normally maintained at the crest level of the
uncontrolled orifice on the upstream side of the primary spillway
riser at Elevation 1189.6 (USGS Datum). The primary spillway crest
is at Elevation 1197.8, and the emergency spillway crests are
located at Elevation 1206.0.

1.3 PERTINENT DATA

Elevations referred to in this section and subsequent sections of
the report were obtained from design and as-built drawings.




a. Drainage Area (sq. mi.) 4.36
b. Discharge at Dam (cfs)
Principal spillway at top of dam 193 ;
Auxiliary spillway at top of dam 8281 3
Reservoir drain at top of dam 20% ?
Total spillway capacity at top of dam 8474
c. Elevation (USGS Datum) (feet)
Top of dam 1211.3 |
Auxiliary spillway crest 1206.0
Principal spillway crest 1197.8
Low stage inlet, invert elevation (normal pool) 1189.6
) Reservoir drain, invert elevation 1182.0
y d. Reservoir (acres)
Surface area at top of dam 69.7
i Surface area at crest of auxiliary spillway 55.8
Surface area at crest of principal spillway 36.1
Surface area at low stage inlet (normal pool) 13.0
e. Storage Capacity (acre~feet) (1)
Top of dam 899
Auxiliary spillway crest 567
Principal spillway crest 193
f. Dam
Type Earth embankment
Length 870 feet
Height 33 feet
* Top width 14 feet

Downstream: 2.5H:1V
Upstream: 3H:1V

Side slopes

Zoning No
Impervious core No
Cutoff Yes
Grout curtain No
’ g. Primary Spillway

‘ Type Drop Inlet

Length 18 feet (total weir
length)
Crest Elevation 1197.8
h. Emergency Spillway

Type Two trapezoidal
earth channels
Length 100 feet each

Crest elevation 1206.0

rl)Storage capacity above normal pool level.
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i. Reservoir Drain

Type
Length

Access
Regulating Facility

12-inch corrugated
metal pipe

20 feet

Through riser

Sluice gate




SECTION 2: ENGINEERING DATA

2.1

2.2

2.3

DATA AVAILABLE

Available information was obtained from New York State Department
of Environmental Conservation, Dam Safety Division files, and from
the files of the SCS in Syracuse, New York. Available information
includes design and as-built drawings, engineering reports, and dam
inspection reports by the SCS.

GEOLOGY

The dath at Site 9-C is located in the glaciated Allegheny Plateau
section of the Appalachian Plateau Province. A regional geology map
is included in Appendix F. This region is characterized as a
maturely dissected plateau with the topographic features modified by
continental glaciation, including deposition of glacial till in the
valleys.

The dam site is located near the axis of a northeast trending
anticline (approximately north 70 degrees east). The folding is
gentle with the maximum dip of the limbs being one to two degrees.
The dip of the strata are affected locally by the folding; however,
regionally, the rock strata dip south to southwest at approximately
100 to 150 feet per mile. The most prominent fracture orientations
in the region have a strike of north 10 degrees west and are nearly
vertical. A secondary fracture trace strikes north 60 to 65 degrees
east and is vertical. Less prominent fractures strike north 75

to 80 degrees west and north 15 degrees east. A prominent north 85
degrees west linear trends through the dam.

The rock strata in the area consist of unconsolidated Pleistocene
glacial till (Binghamton Drift) underlain by strata of the Sonyea
Group (Upper Devonian Age). The glacial till consists of a mixture
of clay and silt with varying quantities of gravel. The glacial
till is relatively thin on hilltops and slopes and thicker in the
valleys. The glacial till in the valley is greater than 50 feet
thick. The bedrock consists of a thick sequence of interbedded gray
calcareous shale, gray and greenish-gray siltstone and silty shale,
brown, gray, and dark gray shale, and black fissile shale.

The abutment slopes are relatively gentle and not susceptible to
landslide slope movement.

SUBSURFACE INVESTIGATION

A subsurface investigation was conducted by the SCS in 1966. This
program consisted of 19 borings and numerous test pits. The location
of the borings and test pits are shown in Plate 2. The boring logs
are included in Plate 3.
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In general, the soils in the vicinity of the dam were classified as
brown-gray mottled glacial till consisting of silty gravel, clayey
gravels, and sandy silts.

2.4 EMBANKMENT AND APPURTENANT STRUCTURES

Plate 2 and Plates 4 through 7 show the plan, section and details of
the dam and appurtenant structures. The dam is a homogenous embank-
ment with a central trapezoidal cutoff trench. A trench type
internal drainage system was provided beneath the downstream slope,
parallel to the embankment center line. The drainage system dis-
charges into the primary spillway impact basin,

The dam was designed to have a 2.5 horizontal to 1 vertical slope on
the downstream face, and a 3 horizontal to 1 vertical slope on the
. upstream face with a crest width of 15 feet. A berm was provided on
¢ the upstream slope near normal pool level.

Available hydrology and hydraulic data consist of the SCS hydrology
i and hydraulic calculations. The calculations are available in SCS§
files.

2,5 CONSTRUCTION RECORDS

The dam was constructed under the supervision of the SCS. Complete
construction records are available in SCS files. No major post-— !
construction changes were instituted.

2.6 OPERATING RECORDS

Because the dam is an ungaged flood retarding structure, no oper-—
ating records are maintained for the dam. During severe weather
conditions, the dam is monitored by the SCS and Broome County
personnel.

2.7 EVALUATION OF DATA

: The information obtained from the state and SCS files is considered
to be adequate for Phase I inspection purposes.




SECTION 3: VISUAL INSPECTION

3.1 FINDINGS

a. General

Visual inspections of the dam were conducted on March 25 and June 3,
1981. On both dates, the pool level was approximately at the invert
level of the rectangular orifice located on the upstream face of the
riser.

b. Embankment

No signs of distress, seepage, or misalignment were observed. The

faces of the dam and the crest are covered with grass and found to

be adequately maintained. The top of the dam was surveyed relative
) to the emergency spillway crest elevation and found to be in the

range of 0.1 to 1.0 foot above the design level (El. 1211.3).

c. Primary Spillway

The primary spillway facilities consist of a concrete drop inlet
structure discharging into a 36~inch reinforced concrete pipe with
antiseepage collars and terminating at an impact basin at the
downstream toe., Components of the primary spillway were found to be
in satisfactory condition.

d. Emergency Spillway

The emergency spillways consist of two trapezoidal vegetated earth
channels, one on each abutment. Both spillways were found to be
in good condition. The grass cover is well established and ade-
quately maintained. The approach and discharge channels were
found to be free of brush and trees or debris which may pose a
potential for blockage of the spillways.

e. Reservoir Drain

The reservoir drain facilities consist of a 12-inch-diameter cor-
rugated metal pipe, extending from the upstream toe to the primary
spillway riser. Flow through the pipe is controlled by a manually
operated sluice gate located in the primary spillway riser. The
system is reported to be operational, but its operation was nct
observed.

’ f. Downstream Channel
The downstream channel below the primary spillway concrete impact
basin is the natural stream bed. The channel appears to be stable
in the near vicinity of the dam.

g. Reservoir

There are no visible signs of instability or sedimentation problems
within the reservoir area.

3.2 EVALUATION

The dam was found to be in good condition. At this time, no condi-
tions were observed that would require remedial action.




SECTION 4: OPERATION AND MAINTENANCE PROCEDURES

4.1

4.2

4.3

4.4

PROCEDURES

The reservoir is normally maintained at the crest of the rectangular
orifice inlet with excess inflow discharging through the primary
spillway riser. The dam is a flood retarding structure and has no
formal operating procedure.

MAINTENANCE OF THE DAM

The dam is maintained by Broome County Soil and Water Conservation
District and the maintenance condition of the dam is considered to
be satisfactory.

WARNING SYSTEM IN EFFECT

No formal warning system exists for the dam.

EVALUATION

The maintenance condition of the dam is considered to be good.
Development of a formal warning system is considered to be advisable.
It is reported by the SCS, Broome County office, that such a plan is
in progress.
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SECTION 5: HYDRAULIC/HYDROLOGY

5.1

5.2

5.3

5.4

5.5

5.6

5.7

DRAINAGE AREA CHARACTERISTICS

Nanticoke Creek Watershed Project - Floodwater Retarding Dam

Site 9-C has a watershed of 4.36 square miles. The drainage area is
comprised of woodlands and farmlands. Relief ranges from moderate
to steep.

ANALYSIS CRITERIA

The PMF inflow hydrograph for the reservoir was determined using
the Dam Safety Version of the HEC-1 computer program developed
by the Hydrologic Engineering Center of the U.S. Army Corps of
Engineers. The data used for the computer input are presented
in Appendix D.

SPILLWAY CAPACITY

The spillway facilities for the dam consist of a primary and

two emergency spillways. The emergency spillways are trapezoidal
earth channels with a base width of 100 feet. Based on the available
head relative to the top of the dam, the combined capacity of the
primary and emergency spillways is calculated to be 8474 cfs. The
rating calculations for the primary and emergency spillways are
included in Appendix D.

RESERVOIR CAPACITY

The dam impounds a reservoir with a storage capacity of 193 acre-feet
at the primary spillway crest level (Elevation 1197.8), 567 acre-feet
at emergency spillway crest level (Elevation 1206.0), and 899
acre-feet at the top of the dam (Elevation 1211.3).

FLOODS OF RECORD

No data available.

OVERTOPPING POTENTIAL

The PMF inflow hydrograph was determined according to the recommended
procedure and was found to have a peak flow of 8789 cfs. The
hydrograph was routed through the reservoir and the dam was found to
pass full PMF with the reservoir at Elevation 1211.36, which is
slightly above the dam crest level at Elevation 1211.30.

EVALUATION

The spillway can pass the recommended spillway design flood of full
PMF with minor overtopping of the embankment; therefore, the spillway
capacity is classified to be adequate according to the recommended
criteria.




SECTION 6: STRUCTURAL STABILITY

6.1

EVALUATION OF STRUCTURAL STABILITY

a. Visual Observations

As discussed in Section 3, the field observations did not reveal
any signs of distress that would significantly affect the stability
of the dam at this time. However, it should be understood that
because the dam is a flood control facility and was at normal low
pool level at the time of inspection, it was not under maximum
loading conditions which would occur only during the passage of
major floods.

b. Design and Construction Data

The dam was designed based on geological and geotechnical studies
including a subsurface investigation, laboratory materials testing
and engineering analysis. A SCS memorandum dated March 10, 1965

is included in Appendix G, which summarizes the findings and results
of the design investigation,

The stability analysis was performed using the Swedish Circle

Method. The parameters used were: internal friction angle, 22
degrees; cohesion, 230 pounds per square foot; saturated and sub-
merged unit weights of 138 and 75 pounds per cubic foot, respectively.

The factors of safety were reported to be 1.53 for the 3 horizontal
to 1 vertical upstream slope under rapid drawdown conditions and
1.56 for the 2.5 horizontal to 1 vertical downstream slope under
steady state seepage conditions. The available information was
reviewed and found to be adequate.

The calculated factors of safety for this dam are in excess of the
minimum factor of safety recommended by the Corps of Engineers. The
dam is, therefore, considered to have an adequate safety factor for
stability.

c. Postconstruction Changes
None reported.

d. Seismic Stability

The dam 1s located in Seismic Zone 1. Based on the recommended
criteria for evaluation of seismic stability of dams, the structure
is presumed to present no hazard from earthquakes.

10
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SECTION 7: ASSESSMENT/RECOMMENDATIONS

7.1

7.2

ASSESSMENT

a. Safety

Visual observations indicate that Nanticoke Creek Watershed Project -
Floodwater Retarding Dam Site 9-C is in good condition. No conditions
were observed that would significantly affect the overall performance
of the structure at this time. However, as previously noted, the

dam was not inspected under its maximum loading condition which

would occur when the reservoir is filled during major storms.

The spillway capacity was evaluated according to the recommended
procedure and was found to pass the required spillway design flood
of full PM¥ w.:h minor overtopping of the embankment; therefore, the
spillway capacity is classified to be adequate.

b. Advquacy of Information

Avai_able iniormation, in conjunction with visual observations, is
consid.ved to be sufficient to make a Phase I evaluation.

c. Need for Additional Investigations

No additional investigation is considered to be required at this
time.

d. Urgency

The action recommended below should be implemented within three months
from notification to the owner.

RECOMMENDATION

1. An emergency action plan should be developed, including a formal
warning system to alert the downstream residents in the event of
an emergency.

11




APPENDIX A

PHOTOGRAPHS
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PHOTOGRAPH NO. 1
Dam Crest (looking east)

PHOTOGRAPH NO. 2
Upstream Slope and Left Spillway Approach




PHOTOGRAPH NO. 3
Emergency Spillway at Left Abutment
(looking west)

‘, PHOTOGRAPH NO. 4
Emergency Spillway at Right Abutment
(looking east)




PHOTOGRAPH NO. 5
Toe of Dam and Discharge Channel
(looking south)

PHOTOGRAPH NO. 6
Primary Spillway Concrete Riser




\ PHOTOGRAPH NO. 7
Primary Spillway Impact Basin

PHOTOGRAPH NO. 8
One Farm and One Home (2 miles)
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VISUAL INSPECTION CHECKLIST




APPENDIX B
VISUAL INSPECTION CHECKLIST

1) Basic Data

a.

General

Nant icoke Creek Watershed Project =~
Name of Dam _ Floodwater Retarding Dam Site 9-C

Fed. I.D. # N.Y. 628 DEC Dam No. 85D-3443

River Basin Susquehanna River Basin

Location: Town Nanticoke

Stream Name Nanticoke Creek

Tributary of Susquehanna River

Latitude (N) 42° 18.4' Longitude (W) 76° 04.8'
Type of Dam Earth
Hazard Category Significant

Date(s) of Insp+. tion March 25, 1981 and June 3, 1981

Weather Conditions _ Cloudy, Temp. 39 degrees

Reservoir Level at Time of Inspection El, 1190 *

(USGS Datum)

Inspection Personnel Lawrence Andersen, P.E.; James Poellot,

P.E.; Bilgin Erel, P.E.; Wah-Tak Chan, P.E.; and Arthur Smith

Persons Contacted (Including Address & Phone No.)

Mr. Carl S. Young, Broome County Executive, P.0. Box 1766,

Binghamton, N.Y. 13902, (607) 772-2100 and Mr. Gary Page,

Broome County, SCS Office, (607) 773-2751
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d. History:
Date Constructed June 1967 Date(s) Reconstructed N/A

Designer USDA Soil Conservation Service

Constructed by _ Aschcraft Excavating Company

Owner Broome County, N.Y.

2) Embankment
a. Characteristics
: (1) Embankment Material Earth

(2) Cutoff Type Trapezoidal cutoff trench, 12 feet wide at the

! base, 6 to 10 feet deep.

(3) Impervious Core None

(4) Internal Drainage System A trench drain equipped with an

8-inch corrugated metal pipe.

(5) Miscellaneous -

b. Crest

(1) Vertical Alignment Good

(2) Horizontal Alignment Good
(3) Surface Cracks None
(4) Miscellaneous ~—

¢. Upstream Slope

(1) sSlope (Estimate) 3H:1V (as designed), 2.9H:1V (as measured)

(2) Undesirable Growth or Debris, Animal Burrows None

(3) Sloughing, Subsidence or Depressions None
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(4)
(5)

Slope Protection Vegetated Slope

Surface Cracks or Movement at Toe None

Downstream Slope

(1)

(2)

(3)

(4)

(5)

(6)

(7

(8)

Slope (Estimate) 2.5H:1V (as designed);

2.5H:1V (as measured)

Undesirable Growth or Debris, Animal Burrows None

Sloughing, Subsidence or Depressions None

Surface Cracks or Movement at Toe None

Seepage None

External Drainage System (Ditches, Trenches, Blanket)

None

Condition Around Outlet Structure Good

Seepage Beyond Toe None

Abutments ~ Embankment Contact

No problems observed.
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3) Drainage System

(1) Erosion at Contact None

(2) Seepage Along Contact None

! a. Description of System A trench drain equipped with an
8~inch-diameter perforated pipe.
!
b. Condition of System Only downstream end of the drain
pipes are visible. ‘
c¢. Discharge from Drainage System 1 ;;gpm from both drain é
pipes.
¢ 4) Instrumentation (Monumentation/Surveys, Observation Wells, Weirs,

Piezometers, etc.)

None
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5)

6)

7)

Reservoir

a. Slopes Moderate to steep, no problems observed.

b. Sedimentation No problems observed.

c. Unusual Conditions Which Affect Dam None

Area Downstream of Dam

a. Downstream Hazard (No. of Homes, Highways, etc.) _Village

of Nanticoke is located three miles downstream.

b. Seepage, Unusual Growth None
¢. Evidence of Movement Beyond Toe of Dam None
d. Condition of Downstream Channel Good

Spillway(s) (Including Discharge Conveyance Channel)

In good condition,

a. General Service Spillway: SCS concrete riser discharging

into a 36-inch-diameter reinforced concrete pipe,

Auxiliary Spillway: Two vegetated earth channels

on each abutment.

b. Condition of Service Spillway _ Good
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c¢. Condition of Auxiliary Spillway Good

d. Condition of Discharge Conveyance Channel Good

8) Reservoir Drain/Outlet

Type: Pipe X Conduit Other
Material: Concrete Metal Other Corrugated

metal pipe

Size: 12-inch-diameter Length Approximately 30 feet
. Invert Elevations: Entrance _ 1182 Exit _1181.5 (as designed)
Physical Condition (Describe): Not observable.
Material: -=
Joints: -~ Alignment -

Structural Integrity: -

Hydraulic Capability: ~=

Means of Control: Gate X Valve Uncontrolled

Operation: Operable X Inoperable Other

Present Condition (Describe): The reservoir drain pipe

is reported to be operable.
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9) Structural

a. Concrete Surfaces The concrete riser and the concrete

outlet structure appears to be in good condition.

b. Structural Cracking None

. ¢. Movement - Horizontal & Vertical Alignment (Settlement)

No problems observed.

d. Junctions with Abutments or Embankments

No problems observed,

e. Drains - Foundation, Joint, Face

No problems observed.

f. Water Passages, Conduits, Sluices

N/A

g. Seepage or Leakage

No problems observed,
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Joints - Construction, etc. N/A

Foundation No problems observed.

Abutments No problems observed.

Control Gates Condition unknown.

Approach & Outlet Channels Good

Energy Dissipators (Plunge Pool, etc.)

Good condition.

Intake Structures ' Good
Stability N/A
Miscellaneous —-——
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10) Appurtenant Structures (Power House, Lock, Gatehouse, Other)
a. Description and Condition None

!

[ 3
!
g
3 ’
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APPENDIX C
ENGINEERING DATA CHECKLIST
NAME OF DAM: NANTICOKE CREEK WATERSHED PROJECT =~
FLOODWATER RETARDING DAM SITE 9-C

AREA-CAPACITY DATA:

Elevation Surface Area Storage Cagacity(l)
i (feet) (acres) (acre-feet)
1) Top of Dam 1211.3 69,7 899
2) Design High Water
. (Max. Design Pool) 1209.8 65.7 798 !
3) Auxiliary Spillway
Crest 1206 .0 55.8 567
1
4) Primary Spillway
Crest 1197.8 36.1 193
5) Crest of Orifice
(Normal Pool) 1189.6 13.0 0

(I)Storage capacity below normal pool is not included.

DISCHARGES i%
.
Discharge
(cfs)
! 1) Average Daily Al
3 2) Auxiliary Spillway at Maximum High Water (Top of Dam) 8281 :
- . 3) Auxiliary Spillway at Design High Water 8281% i
4) Principal Spillway at Dam Crest Elevation 193
5) Low Level Outlet 20
; 6) Total of All Facilities at Maximum High Water 8494
7) Maximum Known Flood Unknown
8) At Time of Inspection Approx. 71

T
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DAM: Nanticoke Creek Watershed Project-Floodwater Retarding Dam Site 9-C

CREST ELEVATION: 1211.3

Type: Earth

Top Width: 14 feet Length: 870 feet

Spillover: Concrete riser and two vegetated earth channels.

Location: Concrete riser near the center of the dam, earth channel on

each abutment.

SPILLWAY:
! SERVICE AUXILIARY
(Two Units)
Orifice at 1189.6, weir at 1197.8 Elevation 1206.0
SCS concrete drop inlet Type Vegetated channel
f ' 2'-2" x 2' orifice and 18' weir Width 100 feet (each unit)
Type of Control
Uncontrolled Uncontrolled Uncontrolled
Controlled
N/A Type N/A
(Flashboards; Gate)
N/A Number N/A
N/A Size/Length 100 feet
Invert Material Vegetated Earth
Anticipated Length
of Operating Service Unknown
150* feet Chute Length N/A

1 foot * for orifice;
8 feet * for weir Height Between Spillway Crest 8* feet
and Approach Channel Invert
(Weir Flow)
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Hydrometerological Gages:

Type: None

Location: N/A

Records:
Date - N/A
Max. Reading ~ N/A

FLOODWATER CONTROL SYSTEM:

Warning System:  None

Method of Controlled Releases (Mechanisms):

None
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DRAINAGE AREA: 4,36 square miles

DRAINAGE BASIN RUNOFF CHARACTERISTICS:

Land Use - Type: Wood and farmland
Terrain - Relief: Moderate slope
Surface - Soil: Low permeability soil
‘ _ Runoff Potential (existing or planned extensive alterations to

existing surface or subsurface conditions)

Moderate to high runoff potential (SCS Hydrological Curve

. No. (CN) 78 was used in the original design calculation).

Potential Sedimentation Problem Areas (natural or man-made;
present or future)

None observed.

Potential Backwater Problem Areas for Levels at Maximum Storage
Capacity Including Surcharge Storage:

None observed.

Dikes - Floodwalls (overflow and nonoverflow) - Low Reaches Along
the Reservoir Perimeter:

Location: None

Elevation:

Reservoir:

Length at Maximum Pool: 3,000 feet; at normal pool 400 feet

- Length of Shoreline at Normal Pool: 4,000 feet
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HYDROLOGY AND HYDRAULIC ANALYSIS
DATA BASE

NAME OF DAM: Nanticoke Creek Watershed Project-Floodwater Retarding Dam Site 9-C (NY DEC 85D-3443)

I'WOBABLE MAXIMUM PRECIPITATION (PMP) = 27,7 INCHES/24 HOurs(D)

STATION 1 2 3 4
Station Description 9-C Lake 9-C Dam
Drainage Area (square miles) 4.36
Cumulative Drainage Area 4.36 4.36

(square miles) I

Adjustment of PMF for 941(2) l
draiaage Area (%) !
A Hours 117(2) -
12 Hours 127 -
24 Hours 136 -
48 Nours 142 -
Tl Hours 145 -

Snvder Hvdrograph Parameters

pva:(J) 0.62/1.8 =
‘ i imles)(4) 3.28 -
f lea fmiles)(4) 1.55 - i
; i
| t, % Cellolea)0+3 (hours) 2.92 -
: ! iway Data

trest Length (ft) - See spillvay

capacity
“roeboard (ft) - rating
- calculations

‘ischarge Coeffictent

txponent

o
! 1vdrnmﬂtrnrnlozical Report 33 (Figure 1), U.S8. Army, Corp: of finpineers, 1as6,

" Wedrometeorological Report 40, U. S. Weather Rureau, 1965,

wiler's Coefficients (Cy and Cp) as recommended by Corps of Entineers, Baltimove
‘i strict, for Susquehanna River Basin.

L ® Length of longest water course from outlet to hasin divide,
s Length of water course from outlet to point opposite the centroid of drainare area.
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CONSULTlNG ENGINEERS INC. O
By_(/_uI_C_._ Date_0/6/8/ subject MANTICOLE cRzelc DAMSITE 9-C Sheet No._l of 3 _
Chkd. By Date G /8/E 1 ulic CAlCu(aTioNnS Proj. No. SSo=778&

|
)
SpiLLway  CApAcITY  RATING %
a) S¢S RER (ORIFice opsh I NG 272" wie x 250 "yl @et 11876 {
{w.m 9/ 2ach ke L= 18" @ st (197-8 \

E

b) Gueesency SPLLWAY Two Teap. CHannsL, b= loo’, AVg Slops 275 “to1”
@® GL 1206

1) When (JnTin Lved EL 18P < h < 11778

‘s
L Waair Flow Thre. ORFICE &, = C-L-h'S=31)(211)(h)
m' < T2 h [y P EQ-1

ORIFICE Flow Theu . ORI Qg = c. ALgh =06 )(zXz.n)/.f_H.q-),.}T,'
Q, = 20-8¢ h """ &R-2

2) Whep Waliw Stk above ELIITTE < H < 1206 , ADded Capscy
( Wen Flow Thru Rser, s 2B.0)(e8) u's
@, =558 A|--0 £0-3
. P 45 FLOu) CP S DESIGN OF SMAaLL Dm> 5‘"'467.;!-“
(25204)(1+¥e) eoldn'L 7 /(Qa)? wsLe
) [ 4)(+ < j'__‘5/'5’_5(10 ngleg ! Pt :4 N\lrﬂ

M ’

5204 )(1- Q) ,ace)@012)'(1aa)7 Oa =
37 o 242" 2 ovirce

( 3)l1l3

\Q4 = 3346 JE - EQ-4
3) when wm Lud ppore =L 1206  ADD EMERSENOY sp:u.wA)/ cApAc.rry _
REF . 553 mes:au OF SMALL bw ,,’;'; /
‘—————/

' -% Bt
Y b + zza g ‘ e de /
b“ zds ‘ ﬁ/ﬂ ’/
HE =J<'-" Z% Ac (dca)—z? M

54224,_ S Sc S>S‘ 77
- @Bp+szdlde
25+4£d¢ —_—
4 = -~ (ab— 4H52)ﬂ 4HeZ)+@-H£Z)('°‘>) L EQR-6
. < 0Z
4

- VA. = Czd +b) de |-+ E@-T
Qc= AJ() |88 [Qg =28 =2A V4~ EQ-9
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CONSUING EGlNEERS. INC.
By WIS Date ©[7/81 Subject NANTICOKE cREEk DAMSTE 9-C  Sheet No..Z _

Chikd. By Datee/2/81  _HyDRAuLIC CALCULATIONS Proj. No.

LAKE | PRIMARY SPIULWAY ‘;‘;:ﬁ; EMER GENCY SPILWAY ;P:::;

slevaToN| ORIFICE RISER EapAcrTy SPILLLAY
(Usqs) |E&-L |EQ2 | EQ-3 |34 | Rp. |ER-6|E0-T |EQ-S | EA-B | Avsaty

X, Rz Qa Qg %}"'%3"04 de Ac | Ve Qe Ao+ 28
ET [ ofs | ofs | ofs [ofs | obs | FT | er® | fos | ofs ={s
13- | © o o
(190 VT | a3 17 17
[190-5| 57 | 4% 5.7 57
nat |l | 24T .| |
g2 | 250 | 32% 25.0 25.6
142 7| 368 | 263 263 pIA
194 | 420 | 43-8 43.8 438
1974 | 463 | 533 | o 583 43
1198 L0S | S0 |1480| (55 655
1198.8 622 | 325 | 4500 | 941 447
199 64.0 [ 134 | L5+F | 1374 1374
1994 b4as | 275 | ys28| 1520 [52.0
1200 A3 18T (556 1556 1556
120} _Fok | 3aF | 1593 1593 154.3
1202 1629 1629 1629
1203 [664] 1464 1664
1204 1698 1698 1698
1205 [73-2| 1732 1732
1206 765] (s | © o | o ) 176:S
12065 178 (78] | 03 | 337 | 33 noz | 3985 |
(207 (797 (797 | ©7 | 683 | 46 | 346 | 802 %
(2075 (8131 (813 | 10 |1037] 56 | S8l | 13475
1208 1829 1829 | I'> [1349 ]| 65 | 9059 | 19946
12085 (84S| 184S | 11T 1764 | T2 [ 12773 | 2739-(
1209 860 1860 | 20 | 248 | 79 |16940]| 3574.0
[Z10 (94:1 | 189 | 27 |2930| 91 | 2b543| 54977
(211 92-11 1921 | 34 | 3K6|l0 |[37743]| 77407 |
2113 193.0| 193.0| 36 | 3947|104 |4140.>| 34136 I
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O AING 80-T78-A6

LEGEND
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CANADAWAY GROUP
800-1200 ft. (240-370 m.)
Machias Formation—shale. siltstone: Rushford Sand-
stone; Caneadea, Canisteo, and Hume Shales: Can-
aseraga Sandstone; South Wales and Dunkirk Shales;
Ir: Pennsylvania: Towanda Formation—shale, sand-
stone.

JAVA GROUP
el 300700 ft. (90:210 m))
Oi Wiscoy Formation—sandstone, shale; Hanover and
Pipe Creek Shaies.
WEST FALLS GROUP
1100-1600 tt. (340-490 m.)
T Owr:  Nunda Formation—sandstone, shale.
> /,/ / ’y//% v / Dwg  West Hill and Gardeav Formations—shale, siltstone;
o \ " Z Roricks Glen -Shate; upper Beers Hill Shale; Grimes
o N Siltstone
3 2l HIN"”'”H I - es Wil St Own Wil Wilprt. ad
O Do | il wr 'I::reerla::egls\alfe“s'.‘ Shafe; Dunn Hill, Millport, an
5 = Owc Nunda Formation—sandstone, shale; West Hill
Formation—shate, siltstone; Corning Shale.
= Dwnm  “New Milford" Formation—sandstone, shale.
o Dwrg Gardeau Formation—shale,. sittstone; Roricks Glen
o Shale.
| Dws  Slide Mountain Formation—sandstone, shale, con-
glomerate.
z Dwm  Beers Hill Shale; Grimes Siltstone; Dunn Hill, Mill-
E; port, and Moreland Shales
o

SONYEA GROUP

200-1000 ft. {60-300 m.)
Ds In west: Cashaqua and Middlesex Shales.
In east: Rye Point Shale; Rock Stream (“Enfield”)
Siltstone; Pufteney, Sawmill Creek, Johns Creek, and
Montour Shales.

GENESEE GROUP AND TULLY LIMESTONE
200-1000 ft. (60-300 m.)

Dg  West River Shale; Genundewa Limestone; Penn Yan
and Geneseo Shales; all except Geneseo replaced
eastwardly by Ithaca Formation—shale, siltstone
and Sherburne Siltstone.

Dgo  Oneonta Formation—shale, sandstone.
Dgu  Unadilla Formation—shale, siltstone.
Dt Tufly Limestone.

GEOLOGY MAP LEGEND
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OPTIONAL FORM NO. 10
5010-104

UNITED STATES GOVERNMENT

Memorandum

TO

FROM

W. S. Atkinson, State Ccnserv~tion DATE:  March 10, 1965
Engineer, SCS, Syracuse, New York 13210

Rey S. Decker, Head, Soil Mechanics Laboratory,
SCS, Lincoln, Nebraska 68503

SUBJECT: ENG - Soil Tests 22 - New York WP-03, Nanticoke Creek, Site No. 9-C

AU, I g UR RN 0 I o

(Broome County)

ATTACHMENTS

Form SCS-354, Soil Mechanics Laboratory Data, 1 sheet.

Form SCS-355, Triaxial Shear Test Data, 1 sheet.

Form SCS-352, Compaction and Penetration Resistance Report, 4 sheets.
Form 3CS-357, Summary - Slope Stability Analysis, 2 sheets.
Investigational Plans and Profiles.

INTERPRETATION AND DISCUSSION OF DATA

FOUNDATION MATERIALS:

A.

Classification: The fcundation at this site consists of alluvium over-
lying glacial till in the floodplain section. The abutments are glacial
till.

The alluvium is logged as ML and the till is logged as GM.

Penetration Resistance: Standard penetration resistance tests showed
blow counts of from 13 to 23 in the ML alluvium below water table. The
till underlying the alluvium has blow counts from 26 to more than 100
blows per foot.

The Geologist calls attention to an organic silt zone in the vicinity
of TP No. 2 and DH No. 52. This zone occurs within the surface 5 feet;
he suggests removal of this material.

Strength and Consolidaticn: Outside of the lovw blow count material

{6 biows per foot above water table) in the 2:rea of DH No. 52 and TP No.
2, the data indicates that the foundation strength will be adequate for
the embankment planned and that the consolidaticn peotential will be

low.

Permeability: The Geclcgist expects the zone logged as clean gravels
to be quite permeable.
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2 -- W. S. Atkinson -- 3/10/65
Rey S. Decker
Subj: ENG - Soil Tests 22 - New York WP-08, Nanticoke Creek, Site No. 9-C
(Broome County)

EMBANKMENT MATERIALS:

A. Classification: The borrow materials submitted represent the till.
These samples have very comparable gradation and plasticity character-
istics. They contain slightly more than 50 percent fines and about 25
to 30 percent gravel. The liquid limits are in the range of 26 to 28
and the PI's range from 7 to 9.

B. Compacted Density: Standard Proctor compaction tests were made on the
fraction passing the 3/L-inch sieve. The tests were made in accordance
with AST™M D-693-53T, Method C. The compacted material represents from
83 to 898 percent of the total sample.

The maximum densities obtained fell within the close range of 123.0
p.c.f. to 12L.5 p.c.f.

C. Shear Strength: A triaxial shear test was made on the minus 3/Y-inch
fraction to represent the materials submitted. The test was made at a
density of 121 p.c.f., which is equivalent to 97 percent of standard
Proctor (AS™M D-693, Method C). The saturated shear strength values
obtained were ¢ = 22°, ¢ = 250 p.s.f. The test values are suggested
for design.

SLOPE STABILITY ANALYSIS:

Slope stability was checked with a Swedish circle method of analysis. The
analysis considered the embankment only.

The proposed 3:1 upstream slope has a factor of safety of 1.53 with draw-
down considered.

The proposed 2 1/2:1 downstream slope has a factor of safety of 1.56 with
the phreatic line controlled by a drain at c/b = 0.6.

A summary of the analysis is attached.

SETTLEMENT ANALYSIS:

Settlement is expected to be uniform and no problems are anticipated due
to differential settlement.

CONCLUSIONS AND RECOMMENDATIONS

A. Site Preparation: The channel banks and trench slopes that are normal
to centerline should be no steeper than 3:1.

PAGE G2 OF 11




3 -- W. S. Atkinson -- 3/10/65
Rey S. Decker
Subj: ENG - Soil Tests 22 - New York WP-08, Nanticoke Creek, Site No. 9-C
(Broome County)

B. Cutoff Trench: A minimum cutoff trench depth of 5 feet is recommended
for the abutments and the floodplain. Between ¢ Station 6+50 and ¢
Station 8+50 a trench depth of greater than 5 feet will be required to
cut off the zone of clean gravel.

The trench backfill should be compacted to a minimum of 97 percent of
standard Proctor (ASTM D-698, Method C) with the control based on the
; minus 3/4-inch fraction.

The placemert moisture content should be near optimum.

' C. Principal Spillway: Three locations were investigated. The foundation
at the ¢ Station 9+30 location consists of till for the entire length
of the conduit. This lccation was recommended by the Geologist. It
appears to be the most desirable location from a foundation standpoint.

Based on the blow count data in test hole No. 53 (¢ Station 8+90), the
till is expected to be nonyielding under the 26-foot fill at this
location.

D. Drain: A drain is recommended to control the phreatic line within the :
embankment and also to provide a safe outlet for foundation seepage. §

A trench drain with a pipe outlet is suggested. The drain should be
located at about c/b = 0.6. It should extend up the abutments to normal
pool elevation. A trench depth of about 6 feet is suggested.

The till contains more than 15 percent passing the 0.005 mm. size;
therefore, any reasonably well-graded, clean sand-gravel mixture could
be used for the drain. The ML alluvium and the gravel zone may require
a special filter gradation.

E. Embankment Design:

1. Placement of Material: The borrow samples submitted represent a
uniform till; therefore, a homogeneous embankment is recommended.

The embankment material should be placed at a minimum of 97 percent {
of standard Proctor density with the contrel based on the fraction i
passing the 3/L-inch sieve (AS™M D-693, Method C). The placement

moisture content should be near optimum.

2., GSlopes: The proposed 3:1 upstream and 2 1/2:1 downstream slopes
have acceptable factors of safety and are recommended.
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4 -= W. S. Atkinson -- 3/10/65
Rey S. Decker
Subj: ENG - Soil Tests 22 - New York WP-08, Nanticoke Creek, Site No. 9-C
(Broome County)

3. Settlement: An overfill allowance of 1.0 foot is suggested to com-
pensate for residual consolidation within the £ill and foundation.

Prepared by:

’

oS
")/’:‘1' '\i \, NN
Lorn P. Dunnigan

Reviewed and Approved by:

;-v" \;ﬁ/: /_/)"' ',‘ﬁ;
’(’//; Lo { / A /_/Jr;,,'

Roland B. Phillips ~

Attachments

cc: Bernard S. Ellis, Syracuse, New York
Henry W. Davis, PermYan, New York
Richard J. McClimans, Binghamton, New York
H. M. Kautz, Upper Darby, Pennsylvania
W. L. Anderson, Syracuse, New York
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‘, $C$-355 (Rev. u/59) U. S. DEPARTMENT OF AGRICULTURE ‘
SOIL CONSERVAT ION SERVICE

SOIL MECHANICS LABORATORY Sample Wuver & T W /8(7

TRIAXIAL SHEAR TEST DATA
Project Aén%c«.ée. £7’C Lecation J%“/ ’Y,,-{

Moisture-Density Data Specifications:
Standard 63 wax.y L2485 pct( specimen:  Wax. g+ EfConsolidated  CJoraines
f: Modified I oot Height Size 7% 3 unconsolidated 2T Undrained
pt imum 7 R
E Curve No. /X ot 4_ wmoisture _/4O s Diameter %0 Material
1 Ll._Z4 P.1.2_ Class C£ 35'3-14/ (3 undisturbed and Tested at: T Natural Moisture CJSaturation
f $ Finer rha":o'oomﬁo’oosm'—a‘zom @ Remolded and Tested at: 258 of @Standard  Imoditied
Other Factors Afée;tmg Shear: with we % which is
$ Dispersion < 3 Salt O Lower than C3 Optimum  CJHigher than O saturated
Other: 0pt imum 0pt imum
Test Data
- . ’ l
ory ¥ Moisture Content |Lateral | Consolidation |Stress Strain nternal i
Density Max. Pressure Data at at Friction Unit
y ory | start]s sat.| €nd a- orig. | Final |Failure| Failure ¢ Cohesion
pef Den, L) start L] i eo e, |n-6 (3 Tan ¢
i /2lo | )12 |42 | 916 |36 Jo | 4124| 383%| 122 15 ¢
LZoa | 7C71H5 | 938lizc 20 |4pe -3/l z92] v5 | , ° L7 s
~ 12l 0) 222 1137 | P0-7122.2 50. 24 1°363) | 42/ 1 18 | 250 ost
4 i Tan
414494/
g, d’ in Pounds per Square Inch
0 20 2 0 S0 Go 7o La
2..1 ARSNUEN SSEERE S uN Nl ANNNR 444 —§ _—
T TS TR 1 ]
N o 1 - - 1 T NEER ] ,
T < AN 13311 N
1< TEToeE REN L |- [ nun
[/o E ._...L__\— 4 [— -ttt "? b
-1 - A pu . -s.} -+ . N 1
H TN 4N N
. 4w g ._‘__{.-..___i HENEEN m_x.+-,___ -1 1 4 i/b,iilﬂ.«?{ -
AT A aan T4, TNB LA RN 1T
'"_;E"""V’ -1 1 r’EaJQKS{ Aot Tl T R T T e T
-}1- -] 1 A U I O O }- i 4+ 44l L 441 |
e T T T 113 ':
I RS I ]
c RO TR R -} ANER 0 O B O slngRans aRaN N RhNs
g LT T || PR I R L
;Lgo N SN - L T TR 1
3 xy Z . N | RN EEERE RS RR Ry
3 ’_.".P: NAS ',r” 7] I ARy nnpRankl ] TH AT N ]
. |- - i - - 10 O 0 O O U O 0 N .ﬂf?q. 4
4 - - - R NR AN NP RNNENEN -
DO it M ,/rjp RESEN ] RENEE 1
| LT | 1 H ]
3= - i . RS - : T BN EsdEs
f@..-‘- | ! : T AT T T SR A th {
- 144 RAE " v AT T ’ N FRighpun) o i
“ 1 Jrbig I A T . Mo L 1 RES
a2 -1 1y [ ! OO 0 O U O O O O - . . LL . -
- J L | 4 N NN 4
3 N l: I LT ‘ % TN T j_- !
L LR il 1IN
5 e : o AT i I F
'y . ‘ / -t -1-1~ ~--4\ { T- I 9 TG N o4 BNy O &
: ! / Ay -.::‘\ TITTEL TR t
1 | ARERERANN SRR R A PR T e TR )
2o o LSo V.

"o ssumeme sive ine . O ~  normal Stress in Pounds per Square Inch <>, S0n=-108

PAGE G5 OF 11




Us S. DEPARTMENT OF AGRICULTYRE
- SOVL COMSER/ATION SERVICE
5¢s =352 (10/57) SOIL MECHANICS LABORATORY

COMPACTION AND PENETRATION RESISTANCE REPORT
Date Sample No.: Field _202. [ Lab _6S W IBIZ
Project_Nanticoxe Creex No 9-C  Location_New York
Sample Location and Depth__Emer Spril. Lo 210.0° |
|
Signature: ‘
2500
= 2000
w2
QO =
Zw
» <1500 i
. 23 [ i
. W
* a
[- 4
Sa 1000
4 22 :
i o x
-
E& 500
.=
0 L 1
159 | T ) |
i
{ L1
-
LS I
F /40 i
1
' 25 e : r
2 § H 2 —
o o I
g g -i I 753 - dnn s = r
- ey = Y
%x /130 | 1 Y : ‘70 1 L
82 s E I SIS !
g 2 L. s %w A > \: o
° [ ed g ] > = L\\ ‘1
20 - S H ]
r~ Qe % '1 + AN \‘\ 7
== I A
1o : 0 N
- A
\]
\\
A} {
{ v
T
i - it
- uLQ—} S /0 ZA /9 76 /8 P4~) 3 &
| HOISTURE CONTENT IN PERCENT OF ORY WEIGHT
| TYPE OF TESL — TEST PROCEDURE Classification C(
' B standard Proctor Weight of Hammer___S. 5 Lbs. | _G3 % Material Cospacted
‘ T3 Modified AASHO Drop L2 inches | Passed T Sieve
CJ other______ | Lifts 3 (S0.Gr.) Gs =« 2 2&L  gr/ecc
. cl Yol. of Cylinder /39 CuFt. | Curve /X of
: Se~M26
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Ye So DEPARINENT OF AGRICULTURE
‘e o SOIL CONSERVATION SERVICE
S¢S -352 (10/57) SOIL MECHAK(CS LABORATORY

COMPACTION AND PENETRATION RESISTANCE REPORT
Date Sample No.: Field 0L/ = Lab _4GSY 1818
Project Nanticoke Creex No 9-C Location__New  York
Sample Location and Depth_Ener. Spi// L0=12.0"
i ; kignature:
2500 -
I|
= 2000 H ]
? w
: -
- W
. | » <1500
| g%
! o« .
‘ Sa 1000
‘ =8 :
f £5
' = 2 500
& x
| oL
( I;SOJ' iﬁ‘ lu
il ‘
T
nas
. l1eo ] 1I ;
- - Su !l ?
38 & - HH m |
“ _1 i, o . - ,
s 2 1 \ pd (IR 1
e %j’ - R /] \ ; % ,
é: 130 | F-;"_ ﬁ| < € :‘ T !
o = 2 AR - - 7 4
. Sa *\ﬁé—- A - g ! i
i w 1 11 ﬁ\i N R RS it
, - = e N —
g HE Ay LNz 5
- : \, A, .
w x - 3 1Y Ay L4 !
*= N N & .
[’ZO !\% G N u 4 )8 .
qﬁr“r = 6] : 7,
-
V"~ \,
N R L
. : T /9 ¥
-
Lo 70 7Z 7 Je 72 N B
MOISTURE CONTENT IN PERCENT OF DRY WEIGHT
TYPE OF TEST TEST PROCEDURE Classification ¢~ ¢
| B standard Proctor Weight of Hammer S.5 Lbs. A lutorl..l Cospacted
4 (3 Modified AasHO Orop 12____inches | Passed =44 Sieve
3 other Lifts 2 (Sp.Gr.) Gs = 2. 73  gr/ee
s - ¢l Vol. of Cylinder 30 CuFt, [Curve  2X of £X
) Se-M26
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SCS -352 (10/57)

-

U. S. DEPARTMERT OF AGRICULTURE
SOIL COWSERVvATION SERVICE
SOIL MECHANICS LABORATORY

COMPACTION AND PENETRATION RESISTANCE REPORT

Date Sample No.: Field 20S/202./ _Lab &S VY I819
Project Nanticoke Creex Mo 9-C _Locatiw__ Neww York
Sample Location and Depth___Exmcx 5,9[/% 40 -449°
Bignature:
2500 n
= 2000 "
uE J |
=
- W
@< 1500
» o>
w
« [- 4
Sa 1000
-
- O 13
o X
5 >
=& s00
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o L
0 | 10
i T
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- [ l
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—H
Cee f z
- ‘ =
- =50 1
8 § } o )( = % \ .
I t
Q=2 ! F-.\\ [
- @ RS I I | T
55 I HEST 1 -
% o« UUdo | 4 7 4 5 T
8 : I qh__bz}___j/_ \5_ 3\91 : 1
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